In order to obtain additional proof on this point a further quantity of kernels was blanched and a portion made into paste. A second portion was dried in an oven until the kernels were quite brittle.
Of this dried portion half was cracked and placed in a humidor overnight. These two samples were then ground and made into paste. From Table 2 
CONTAINERS AND PACKAGES
In estimating the cost of the packages and containers it has been assumed that the salted almonds and almond butter will be packed in vacuum-sealed glass jars of three sizes, the confection and paste in 5-pound tin cans, and the powder in 1-pound paper cartons or
The approximate cost of these several containers is given in Table 6 . It will be noted from If cans are used machines for filling and labeling are required for large production, but these machines require comparatively small floor space and are not expensive. If it is desired to sell the product in large quantities to bakers and confectioners it would probably be best to pack it like almond paste.
MANUFACTURING EQUIPMENT
The number and types of machines necessary for the manufacture of almond products will depend to some extent on the scale of operations.
At first some of these products will probably be made in only limited quantities, at least until their acceptance by the trade is determined.
The installation of large-capacity labor-saving machines may well be deferred wherever possible until a large production is contemplated, since machines of this type can be used economically only when the output of the plant is sufficient to keep them working at nearly full capacity. Furthermore, in small-scale operations the use of hand labor, wherever possible, will lessen the capital investment. Table 7 gives a list of the equipment which will be required for the manufacture of these various almond products. In a few cases the cost figures given are only estimates, but in most instances they are based on actual quotations. It is assumed that the nuts will be shelled, cleaned, and graded on a floor apart from the manufacturing floor, and thence delivered to the manufacturing floor either by elevator or through spouts convenient to the processing kettle (l The product could readily be packed by hand and the labeling could also be done economically by hand.
The third line of products comprises almond paste and almond powder. In preparing almond paste the general practice seems to be to give the kernels a preliminary coarse grinding (16) by passing them between corrugated granite rolls ( fig. 6 ). They are then mixed with some of the sugar and passed through a machine (17) with smooth granite rolls ( fig. 7) The packing and labeling are subject to the same conditions that were described in connection with the packing of almond confection.
Almond powder, which is prepared from the same material as almond paste, requires a mixer (21) , which thoroughly incorporates the sugar and oil of bitter almonds with the crumbly ground kernels ( fig. 9 ).
It should be packed in paper cartons lined with moistureproof paper or in friction-top tin cans. If it is to be packed in paper cartons and produced on a large scale it will be necessary to install a filling and sealing equipment (22 
